CERTIFICADO DE CONFORMIDAD DEL
CONTROL DE PRODUCCION DE FABRICA

2179 - CPR - 0052

De conformidad con El Reglamento 305/2011 / UE del Parlamento Europeo y del
Consejo del 9 De Marzo De 2011 (El Reglamento de Productos de Construccién), este
certificado se aplica al Producto de Construccidn

AKKUS MIMARLIK INSAAT TURizM SANAYI VE
TICARET ANONIM SIRKETI - izMiR SUBESI

Ege Mahallesi Dursun Akgam Bulvarn No:3/1 Kusadasi/AYDIN
producido por,
Kemalpasa Caddesi 6170/1 Sokak No: 35070 Iskkent/iZMiR

y producido en la planta de fabricacion,

UNIDADES DE ALBANILERIA

(HORMIG(')N CELULAR CURADO EN AUTOCLAVE)
CATEGORIA I UNIDADES DE ALBANILERfA
(Ver anexo para el alcance completo)

producido por,

EN 771-4:2011+A1:2015

bajo el sistema 2+ para las actuaciones establecidas en este certificado se aplican y
que el control de produccidén en fabrica cumple todos los requisitos prescritos para
estas actuaciones.

Este certificado se emitié originalmente el 28.01.2020, y los métodos de pruebay/o
los requisitos de control de produccién en fabrica incluidos en la especificacién
técnica armonizada utilizada para evaluar el rendimiento de las caracteristicas
declaradas, las condiciones en el material de construccién y la instalacidn de
produccién no cambiaron significativamente y no fueron suspendidos por Kalitest y
o reclamados a menos que se retire, sequira siendo valido hasta el 28.01.2023.

Estambul , 28.01.2020

rtification Manager
Berrin AKTEPE

Verifiguela validez de este certificado con el nimero de serie de 6009585 en el sitio
web www.kalitest.com.tr

KALITL:ST BELGELENDIRME VE EGiTIM HiZMETLERI LiMiTED $IRKET:i

YazgUIU Sokak, Aydin Sltesl, C-4, 1/D Blok, D:33, Levazim-Betiktat/ISTANBUL
www kalitest.com.tr info@kalltest.com.tr
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ANEXO DEL CERTIFICADO DE SZONFOR'MIDAD
DEL CONTROL DE PRODUCCION DE FABRICA

SCOPE:

1.UNIDADES DE ALBANILERIA DE HORMIGON AIREADO EN AUTOCLAVES, DE FORMA REGULAR,
CON SISTEMAS DE EMPOTRADO, SISTEMAS DE JUNTAS TENIDOS Y RANURADOS, UTILIZADOS
EN UN ENTORNO PROTEGIDO, CATEGORIA -1, MODELO COMERCIAL: GI / 300

LONGITUD: 300 mm a 600 mm (Incl.), ALTURA: 200 mm a 400 mm (Ind.), ANCHO: 50 mm a 400 mm
(Incl.), Dimensiones y tolerancias sin carga (TLMA) y (TLMB), DENSIDAD SECA BRUTA: min. 250 kg /
m3, max. 350 kg / m3, DENSIDAD SECA NETA: min.

2. UNIDADES DE ALBANILERIA DE HORMIGON AIREADO EN AUTOCLAVES, DE FORMA
REGULAR, CON REEMPLAZOS, SISTEI\"‘IAS DE JUNTAS RANURADAS Y TENIDAS, UTILIZADAS EN
UN ENTORNO PROTEGIDO, CATEGORIA -1, MODELO COMERCIAL: G2 / 350

LONGITUD: 300 mm a 600 mm {Incl.), ALTURA: 200 mm a 400 mm (Incl.), ANCHO: 50 mm a 400 mm
(Incl.), Dimensiones y tolerancias sin carga (TLMA) y (TLMB), GROSS DRY DENSITY: min. 300 kg / m3,
max. 400 kg / m 3, DENSIDAD SECA NETA: min. 300 kg /m 3, max. 400 kg / m 3, RESISTENCIA A LA
COMPRESION: min. 2,2 N / mm2 (Promedio), REACCION AL FUEGO: Al

3. UNIDADES DE ALBANILERIA DE HORMIGON AIREADA EN AUTOCLAVES, DE FORMA
REGULAR, CON RECESOS, SISTEMAS DE JUNTAS TENIDOS Y RANURADOS, UTILIZADOS EN UN
ENTORNO PROTEGIDO, CATEGORIA -1, MODELO COMERCIAL: G2 / 04

LONGITUD: 300 mm a 600 mm (Inel.), HE! LONGITUD: 300 mm a 600 mm (Incl.), ALTURA: 200 mm a
400 mm (Incl.), ANCHO: 50 mm a 400 mm (Incl.), Dimensiones y tolerancias sin carga (TLMA) y (TLMB),
GROSS DRY DENSITY: min. 350 kg / m 3, max. 450 kg / m 3, DENSIDAD SECA NETA: min. 350 kg/m
3, max. 450 kg / m 3, RESISTENCIA A LA COMPRESION: min. 2,5 N/ mm2 (Promedio), REACCION AL
FUEGO: Al

4. UNIDADES DE ALBANILERIA DE HORMIGON AIREADO EN AUTOCLAVES, DE FORMA
REGULAR, CON SISTEMAS DE EMPOTRADO, SISTEMAS DE JUNTAS TENIDOS Y RANURADOS,
UTILIZADOS EN UN ENTORNO PROTEGIDO, CATEGORIA -1, MODELO COMERCIAL: G2 / 05
LONGITUD: 300 mm a 600 mm (Incl.), ALTURA: 200 mm a 400 mm (Incl.), ANCHO: 50 mm a 400 mm
(Incl.), Dimensiones y tolerancias sin carga (TLMA) y (TLMB), GROSS DRY DENSITY: min. 450 kg / m3,
max. 550 kg / m3, DENSIDAD SECA NETA: min. 450 kg / m3, max. 550 kg / m 3, RESISTENCIA A LA
COMPRESION: min. 2,5 N / mm2 (Promedio), REACCION AL FUEGO: A1l

5. UNIDADES DE ALBANILERIA DE HORMIGON AIREADO EN AUTOCLAVES, DE FORMA
REGULAR, CON RECESOS, SISTEMAS DE JUNTAS TENIDOS Y RANURADOS, UTILIZADOS EN UN
ENTORNO PROTEGIDO, CATEGORIA -1, MODELO COMERCIAL: G3 / 05

LONGITUD: 300 mm a 600 mm (Ind.), ALTURA: 200 mm a 400 mm (Incl.), ANCHO: 50 mm a 400 mm
(Incl.), Dimensiones y tolerancias de carga (TLMA) y (TLMB), SECO BRUTO DENSIDAD: min. 450 kg /
m3, max, 550 kg / m 3, DENSIDAD SECA NETA: min. 450 kg / m3, méx. 550 kg / m3, RESISTENCIA A
LA COMPRESION: min. 3,5 N / mm2 (Promedio), REACCION AL FUEGO: A1l

6. UNIDADES DE ALBANILERIA DE HORMIGQN AIREADA EN AUTOCLAVES, DE FORMA
REGULAR, CON RECESOS, SISTEMAS DE UNION CON ENGANCHE Y TUNADO, UTILIZADOS EN
UN ENTORNO PROTEGIDO, CATEGORIA -1, MODELO COMERCIAL: G4 / 06

LONGITUD: 300 mm a 600 mm (Incl.), ALTURA: 200 mm a 400 mm (Incl.), ANCHO: 50 mm a 400 mm
(Incl.), Dimensiones y tolerancias de carga (TLMA) y (TLMB), SECO BRUTO DENSIDAD: min. 550 kg / m
3, max. 650 kg / m 3, DENSIDAD SECA NETA: min. 550 kg / m 3, mdx. 650 kg / m 3, RESISTENCIA A
LA COMPRESION e. min. 5 N / mm2 (Promedio), REACCION AL FUEGO: Al

AKKUS MIMARLIK INSAAT TURIZM SANAYI VE TiCARET
ANONIM SIiRKETI

Anexo Del Certificado De Conformidad Del Control De Produccion De Fabrica
2179-CPR-0052 for
Estambul , 28.01.20

rtification Manager
Berrin AKTEPE

Verifiquela validez de este certificado con el n ndmero de serie de 6009585 en el sitio web
www.kalitest.com.tr

KALITI:ST BELGELENDIRME VE EGITiM HiZMETLERi LiMiTED $IRKE1:I YazgUIU Sokak, Aydin
Sltesl, C-4, 1/D Blok, D:33, Levazim-Betiktat/ISTANBUL www.kalitest.com.tr
info@kalltest.com.tr

yfa2/2



CERTIFICATE OF CONFORMITY OF THE FACTORY
PRODUCTION CONTROL

2179 - CPR - 0052

In complignce with Regulation 305/2011/EU of the European Parliament and of
the f:(_)uncxl of 9 March 2011 (the Construction Products Regulation), this
certificate applies to the construction product

AKKUS MIMARLIK INSAAT TURIZM SANAYI VE TiCARET
ANONIM SIRKETI - iIZMIR SUBESI

Ege Mahallesi Dursun Akgam Bulvari No:3/1 Kusadasi/AYDIN

produced by,

Kemalpasa Caddesi 6170/1 Sokak No: 35070 Isikkent/iZMIR

and produced in the manufacturing plant,

MASONRY UNITS (ARTIFICIAL STONE MASONRY UNITS)

CATEGORY I MASONRY UNITS
(See annex for full scope)

produced by,

EN 771-4:2011+A1:2015

under system 2+ for the performances set out in this certificate are applied and that
the factory production control fulfils all the prescribed requirements for these
performances.

This certificate was originally issued on 28.01.2020, and the test methods and / or
factory production control requirements included in the harmonized technical
specification used to evaluate the performance of the declared characteristics,
conditions in the building material and production facility did not significantly change
and were not suspended by Kalitest and / or reclaimed Unless it is withdrawn, it
remains valid until 28.01.2023.

istanbul, 28.01.2020

rtification Manager
Berrin AKTEPE

Please verify the validity of this certificate with the serial number of 6009585 from the
web site of www . kalitest.com.tc

KALITEST BELGELENDiIRME VE EGITIM HiZMETLERIL LIMITED $IRKETI
Yazglilu Sokak, Aydin Sitesi, C-4, 1/D Blok, D:33, Levazim- Beglktag/iSTANBUL

www.kalitest.com.tr info@kalitest.com.tr
fai1/2




ANNEX TO CERTIFICATE OF CONFORMITY OF THE

FACTORY PRODUCTION CONTROL
SCOPE:

1. AUTOCLAVED AERATED CONCRETE MASONRY UNITS, REGULAR SHAPED, WITH RECESSES,
TONGUED AND GROOVED JOINTING SYSTEMS, USED IN PROTECTED ENVIRONMENT, CATEGORY -1,
COMMERCIAL MODEL: G1/300

LENGTH: 300 mm to 600 mm (Incl.), HEIGHT: 200 mm to 400 mm (Incl.), WIDTH: 50 mm to 400 mm (Incl.),
Non-Loadbearing Dimension and Tolerances (TLMA) and (TLMB), GROSS DRY DENSITY: min. 250 kg/m3, max.
350 kg/m3, NET DRY DENSITY: min.

2. AUTOCLAVED AERATED CONCRETE MASONRY UNITS, REGULAR SHAPED, WITH RECESSES, N
TONGUED AND GROOVED JOINTING SYSTEMS, USED IN PROTECTED ENVIRONMENT, CATEGORY -1,
COMMERCIAL MODEL: G2/350

LENGTH: 300 mm to 600 mm (Incl.), HEIGHT: 200 mm to 400 mm (Incl.), WIDTH: 50 mm to 400 mm (Incl.),
Non-Loadbearing Dimension and Tolerances (TLMA) and (TLMB), GROSS DRY DENSITY: min. 300 kg/m3, max.
400 kg/m3, NET DRY DENSITY: min. 300 kg/m3, max. 400 kg/m3, COMPRESSIVE STRENGTH: min. 2,2 N/ mm?2
(Avrg.), REACTION TO FIRE: A1

3. AUTOCLAVED AERATED CONCRETE MASONRY UNITS, REGULAR SHAPED, WITH RECESSES,
TONGUED AND GROOVED JOINTING SYSTEMS, USED IN PROTECTED ENVIRONMENT, CATEGORY -1,
COMMERCIAL MODEL: G2/04

LENGTH: 300 mm to 600 mm (Incl.), HEIGHT: 200 mm to 400 mm (Incl.), WIDTH: 50 mm to 400 mm (Incl.),
Non-Loadbearing Dimension and Tolerances (TLMA) and (TLMB), GROSS DRY DENSITY: min. 350 kg/m3, max.
450 kg/m3, NET DRY DENSITY: min. 350 kg/m3, max. 450 kg/m3, COMPRESSIVE STRENGTH: min. 2,5 N/ mm2
(Avrg.), REACTION TO FIRE: Al

4. AUTOCLAVED AERATED CONCRETE MASONRY UNITS, REGULAR SHAPED, WITH RECESSES,
TONGUED AND GROOVED JOINTING SYSTEMS, USED IN PROTECTED ENVIRONMENT, CATEGORY -1,
COMMERCIAL MODEL: G2/05

LENGTH: 300 mm to 600 mm (Incl.), HEIGHT: 200 mm to 400 mm (Incl.), WIDTH: 50 mm to 400 mm (Incl.),
Non-Loadbearing Dimension and Tolerances (TLMA) and (TLMB), GROSS DRY DENSITY: min. 450 kg/m3, max.
550 kg/m3, NET DRY DENSITY: min. 450 kg/m3, max. 550 kg/m3, COMPRESSIVE STRENGTH: min. 2,5 N/ mm?2
(Avrg.), REACTION TO FIRE: Al

5. AUTOCLAVED AERATED CONCRETE MASONRY UNITS, REGULAR SHAPED, WITH RECESSES,
TONGUED AND GROOVED JOINTING SYSTEMS, USED IN PROTECTED ENVIRONMENT, CATEGORY -1,
COMMERCIAL MODEL: G3/05

LENGTH: 300 mm to 600 mm (Incl.), HEIGHT: 200 mm to 400 mm (Incl.), WIDTH: 50 mm to 400 mm (Incl.),
Loadbearing Dimension and Tolerances (TLMA) and (TLMB), GROSS DRY DENSITY: min. 450 kg/m3, max. 550
kg/m3, NET DRY DENSITY: min. 450 kg/m3, max. 550 kg/m3, COMPRESSIVE STRENGTH: min. 3,5 N/ mm?2
(Avrg.), REACTION TO FIRE: Al

6. AUTOCLAVED AERATED CONCRETE MASONRY UNITS, REGULAR SHAPED, WITH RECESSES,
TONGUED AND GROOVED JOINTING SYSTEMS, USED IN PROTECTED ENVIRONMENT, CATEGORY -1,
COMMERCIAL MODEL: G4/06

LENGTH: 300 mm to 600 mm (Incl.), HEIGHT: 200 mm to 400 mm (Incl.), WIDTH: 50 mm to 400 mm (Incl.),
Loadbearing Dimension and Tolerances (TLMA) and (TLMB), GROSS DRY DENSITY: min. 550 kg/m3, max. 650
kg/m3, NET DRY DENSITY: min. 550 kg/m3, max. 650 kg/m3, COMPRESSIVE STRENGTH: min. 5 N/ mm2
(Avrg.), REACTION TO FIRE: Al

AKKUS MIMARLIK INSAAT TURIZM SANAYI VE TICARET ANONIM SIRKETI
Annex To Certificate Of Conformity Of The Factory Production Control
2179-CPR-0052 for
istanbul, 28.01.20
1 ]
rrin AKTEPE
Certification Manager

Please verify the validity of this certificate with the serial number of 6009585 from the
web site of www.kalitest.com.tr

KALITEST BELGELENDIRME VE EGITiM HiZMETLER] LIMITED SIRKETI
Yazgiilii Sokak, Aydin Sitesi, C-4, 1/D Blok, D:33, Levazim-Begiktas/ISTANBUL
www.kalitest.com.tr info@kalitest.com.tr




